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ABSTRACT

Carbon-dioxide lasers are well-known example of optical systems , which can
exhibit complex transitions from the CW to the chaotic regime in the intensity
caused by the modulation of various system parameters. They can demonstrate
classical bifurcation scenarios with period doubling, bistability, and chaotic
attractors .

We report on a new method of observing chaos in carbon-dioxide lasers where
the simple technique of modulation of the optical feedback parameters is applied.
In this approach the parameters of the carbon-dioxide laser itself remain unchanged
and modulation is carried out externally. This leads to a system which can be easily
assembled and studied in a graduate laboratory. Experimental results show the
presence of stable periodic orbits of different periods, bistability of periodic orbits
and chaotic attractors with complex transition scenarios, providing a wealth of
examples for the student to investigate.
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1. INTRODUCTION AND BACKGROUND

The transition from regular to irregular behavior in nonlinear dynamical optical
systems has been a topic of both experimental and theoretical interest for over two
decades.The observation of nonlinear dynamical phenomena and chaos has become
a very important issue during last years from both a scientific and practical point
of view and thus must be a subject of education in optics . In the context of laser
systems one is interested, for example, in the practical problem of the control of
the onset of chaos and in the decrease of dynamical noise in the laser output
intensity.

It is well known that CO, lasers can demonstrate classical transition scenarios to

chaos (such as period doubling cascade, for instance) and therefore are a very good
system for studying chaos . To investigate the chaos onset mechanisms a number

0-8194-1884-6/95/$6.00 SPIE Vol. 2525/ 441



of laser configurations in which chaos is induced in the output have been studied,
e.g., a CO, laser with internal harmonic modulation of the loss parameter ', CO,
laser with harmonic modulation of the pumping current *°, a single CO, lasers
with delayed opto-electronic feedback ™, and two or more optically coupled
lasers &1%11,

It is also known that CO, lasers are very sensitive to radiation feedback. In this
work the extreme sensitivity of CO, lasers to optical feedback is employed to
induce dynamical instabilities. We report here on the experimental and theoretical
results concerning instabilities in CO, lasers induced by an optical phase
modulation of the back reflected signal. The above mentioned phase modulation
was implemented by periodically varying either geometrical feedback length or
the optical feedback length by means of a refractive index modulation using an
electro-optical modulator (EOM). This new scheme of observing chaos in carbon-
dioxide lasers doesn't require EOM accommodation inside of laser resonator and
thus is significantly simpler than traditional schemes . Such scheme can thus be
easily implemented in a graduate level optical laboratory.

2. EXPERIMENTAL PROCEDURE

A schematic of the experimental setup is shown in Fig.1. In this scheme an axial
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Figure 1

Experimental setup for obtaining chaos in a CO, laser: 1. diffraction grating; 2.
CO, laser tube; 3. output mirror; 4. electro-optical modulator (EOM); 5.
additional mirror; 6. piezo-ceramic drive; 7. liquid nitrogen cooled HgCdTe
detector; 8. delay line; 9. digitizer; 10. oscilloscope; 11. spectrum analyzer.
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flowing gas CO, laser operating at a wave length of A = 10.6 um was used. This
laser has a resonant cavity 2.5m long formed by a diffraction grating (1) and
mirror (3) , the diameter of the discharge tube (2) is 6 mm, and the pressure of the
conventional gas mixture varies from 15 to 20 mmHg. An additional mirror (5)
provides the radiation feedback into the active region . Mirror (5) is mounted on
a piezoelectric ceramic drive (6) allowing static tuning and/or periodic modulation
of the external resonator length.The distance between mirrors (3) and (5) does not
exceed 30 cm. The laser intensity is measured by a HgCdTe detector (7) which
monitor part of the radiation reflected from the diffraction grating (1). The
intensity signal from the detector and its time-delayed copy are fed into an
oscilloscope (10) operating in the x-y mode. The delay line (8) has a constant
delay of 2.5 ps. This simple scheme allows real time observations of the two-
dimensional projections of the system trajectories in the space of delayed signals.

We propose to organize the experiments into two major series following the
approach we used when working with the system.

In the first series of experiments, (Section 3.1), the optical phase of the back-
reflected emission was modulated by using an electro-optical modulator (EOM)
with a quarter wave voltage of 2.2 KV. The EOM was a Cd-Te crystal having an
active length of 48 mm, and an aperture diameter of 3 mm. The voltage applied
to the EOM had a DC component of 1.5 KV and the amplitude and frequency of
the modulated signal varied within 100-900V and 50-85 KHz, respectively.

In the second series of experiments, discussed in Section 3.2, the phase of the
feedback radiation was modulated by the induced oscillations of the feedback
providing mirror (5) mounted on a piezoelectric drive. The driving frequencies
varied from 30 KHz to 60 KHz. The frequency range of these drives is centered
on the relaxational frequencies of the laser system used. The largest amplitude of
the external mirror oscillations was of the order of 1 um for the lowest driving
frequencies and estimated as not exceeding 0.5um for the highest driving
frequencies used. In both series of experiments the amount of optical feedback
radiation was measured to be less than 10%.

3. EXPERIMENTAL RESULTS
3.1 An optical phase modulation by means of EOM

The results presented in Fig. 2 were obtained by varying the static part of the loss
coefficient while all other laser parameters remained unchanged. The static part
of the loss coefficient was varied by changing the angle of the output mirror of the
laser. In the right column of Fig. 2 the frequency spectra are displayed, the middle
column shows the respective phase portraits (Intensity(t) vs Intensity(t+7t)) and
finally the left column contains the corresponding time series. These spectra were
recorded at a constant frequency of 83 KHz and a modulation amplitude of 150 V.
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For relatively low levels of losses the laser intensity follows the driving signal with
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Figure 2
A representative sequence of laser states for a CO, laser obtained by varying the
static part of the loss coefficient while all other laser parameters were unchanged.
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a pronounced second and third harmonic present (Fig. 2¢). As the losses are
increased, the laser output becomes more and more structured and period 2
oscillations are observed as shown in Figs. 2d,e,f. Subsequently, period 4 is
obtained for increasing losses as shown in Figs. 2gh,i. Similar results were
obtained for period 8 Figs.2j k,1 . Finally the frequency spectrum of the laser output
changes into a broad spectrum with a rise in the floor level. This is a definitive
indication that the system is driven into chaos, as shown in Figs. 2m,n,0. The
chaotic attractor (Fig. 2n) has a characteristic shape typical for chaotic states
obtained at other driving frequencies.

The bifurcation diagram presented in Fig. 3 was obtained by varying the amplitude
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Figure 3
A bifurcation diagram in the (driving frequency, modulation amplitude) parameter
space for a CO, laser with a phase driven by an electro-optical modulator and with
a fixed static part of the intensity loss coefficient .
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of ac voltage driving the EOM at a given frequency. The sequence of period
doubling bifurcation obtained changing the amplitude of ac voltage, mentioned
above, was identical to that obtained by varying the static part of the loss
coefficient as described in the previous paragraph. In this case the modulation
amplitude was varied while keeping all other parameters of the laser constant. The
results obtained by this method are presented in Fig. 3 in the form of a complete
bifurcation diagram. The bifurcation diagram clearly indicates that there is a broad
range of frequencies in which the laser system could be driven into instability and
chaos.

The coexistence of two stable periodic orbits is shown in Fig. 4. Transitions
between two orbits of different periods are shown in Figs. 4 ab. The
corresponding frequency spectrum (Fig.4b) contains the fundamental frequencies
of both orbits. Similar bistabilities were reported previously '’ with transitions
between orbits of period 's 3 and 4.

b

Figure 4
Bistability in CO, laser with externally modulated optical feedback.
EOM is used for optical phase modulation :
a- phase portrait, b-spectrum ; driving frequency f;= 84 KHz.
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3.2. An optical feedback length modulation by means of vibrating minor

Instabilities and chaos induced by a vibrating mirror are presented in Fig. 5. The
period doubling sequence, bifurcations, and attractor shapes obtained in this series
of tests are very similar to those presented in section 3.1 for the optical phase
modulation by EOM.

Figure S
Chaos induced by a vibrating mirror ,
a- phase portrait; b- spectrum, f; =30 KHz.
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